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VLP STRIP CURTAINS

VLP Strip Curtains are transparent and flexible partitions for door openings or workshop 

enclosures. The crystal-clear curtains (strips) allow fork-lift trucks and other mobile 

equipment to drive through safely without stopping. After entry or exit, the flexible 

strips return to their original position, sealing off the opening once again. They act as 

draught excluders, reduce heat loss or gain and deter birds and insects from entering 

your premises. In workshops and factory units the strip curtains are extremely well-

suited to maintaining the conditions required for your production processes. VLP Strip 

Curtains also act as sound proofing. This makes them ideal for use in an environment in 

which noisy machines and systems are operating.

VLP has specialised for 30 years 
in “flexible partitioning” for a 
wide variety of sectors, with 
products including: (industrial) 
partition walls and curtains, swing 
doors, high-speed rolling doors, 
retractable tunnels and industrial 
tents as well as dock shelters and 
dock levelers.



APPLICATIoNS 
VLP Strip Curtains can be used to seal off workshops or internal and 
external door openings against the weather, draughts, noise, dust, 
moisture, birds and insects. Locations not requiring fork-lift truck access 
can be screened off with sheets measuring up to 2200 mm wide and 7 
mm thick. These sheets overlap concavely to ensure optimum sealing. 
owing to their excellent wear resistance and crystal-clear transparency, 
VLP Strip Curtains are mostly used as workshop partitions.

DeSIgNS
VLP Strip Curtains are mounted in fixed, sliding or rocker profiles made 
of aluminium, galvanised steel or stainless steel. They are suspended on 
either a wall or a ceiling. In the case of a sliding profile, the strength of 
the rail depends on the weight of the strip curtain. 
The crystal-clear PVC strips are supplied as standard in the following 
widths: 200, 300 and 400 mm. The thickness of the material depends on 
the width: 2 mm for 200 mm, 3 mm for 300 mm and 4 mm for 400 mm. 
The strips are overlapped, with the degree of overlapping depending on 
strip width: 60%, 80% and 100% for all three strip widths. 
And 40% overlapping is only possible for the 400 mm wide strip.

oPTIoNS
In addition to the standard PVC strips, various special versions are also 
available. Depending on the application, you can choose from strips 
that are frost-proof, antistatic or frosted or red strips and strips with 
wear ribs. Bronze-coloured, green and red strips are also available for 
screening off welding areas. These can be optionally supplied mounted 
in either a fixed frame or in a mobile rack.
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