FLEXIBELE AFSCHEIDINGEN

VLP has specialised for 30 years
in “flexible partitioning” for a
wide variety of sectors, with
products including: (industrial)
partition walls and curtains, swing
doors, high-speed rolling doors,
retractable tunnels and industrial
tents as well as dock shelters and
dock levelers.

VLP HIGH-SPEED ROLLING DOORS
Dynaco® high-speed rolling doors are quick-roll doors with a non-transparent plastic
door sheet in side-mounted guide rails. The self-resetting doors open automatically
upon impact. Collision damage is virtually impossible in the absence of a lower beam
and of hard segments in the door sheet. There are high-speed rolling doors for every
type of business. They can be used in heavy or light working environments, as either
internal or external doors and for both low and high user frequencies.

VLP HIGH-SPEED ROLLING DOORS

Applications
VLP supplies and fits high-speed rolling doors for a wide range of
working conditions. Doors can be completely or partially made of
stainless steel for the foodstuffs industry or with heated guide rails for
freezer units, but there are also doors for cleanrooms and ATEX areas, as
well as emergency high-speed rolling doors for situations in which the
door also functions as an emergency exit.
Designs
The door sheet is a polyester fabric cloth that is coated on both sides
with flame-retardant PVC. The colours available are: grey (RAL 7035), red
(RAL 3000), green (RAL 6005), white (RAL 9010), yellow (RAL 1003), blue
(RAL 5002), orange (RAL 2004) or black (RAL 9005). The door sheet can
be equipped as required with crystal-clear windows or sightstrips.
Rolling doors are supplied with various operating systems, such as
pull switches, push buttons, induction loops, radar, remote control
or external controls. Closure protection safety is ensured as standard
through photocells and a contact strip. If multiple doors are fitted, they
can be equipped with a sluice function.
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Options
Normally, doors close after a preprogrammed time period. One option is
to close the door after a separate trigger.
The door closure safety mechanism can be optionally fitted with an
infrared screen or a photocell lighting strip with multiple infrared beams.
The structure of a door can be equipped with various cover materials,
such as galvanised steel capping over the guide rails, motors or cloth
roll. The cover materials are also available in stainless steel and painted
in an RAL colour.

